






STEP 1:  IRON DUCTILES
1:  LINE UP THE HOLES OF THE IRON DUCTILES WITH THE HOLES IN THE SWING BEAM.

2:  FASTEN THE IRON DUCTILES TO THE SWING BEAM USING 6-1/2" CARRIAGE BOLTS WITH TORQUE WASHERS ON
TOP OF THE SWING BEAM, AND 3/8" LOCK NUTS AND WASHERS ON THE BOTTOM. PLACE GREEN BOLT CAPS OVER
EXPOSED THREADS AFTER SECURING.

6-1/2" CARRIAGE BOLT

TORQUE WASHER

3/8" WASHER

3/8" LOCK NUT

BOLT CAP



STEP 2:  SWING LEG BRACKETS
1:  FIND THE FOUR HALVES OF THE SWING LEG BRACKETS.

2:  MATCH UP THE BRACKETS SO THAT THE HOLES FOR THE LEGS WILL ANGLE AWAY FROM THE SWING AREA.

3:  USE A 4-1/2" CARRIAGE BOLT IN THE SQUARE HOLE ON THE SIDE OF THE SWING LEG BRACKET.  NOTE THE 
SQUARE PART OF THE NECK ON THE CARRIAGE BOLT.  THIS WILL FIT INSIDE THE SQUARE HOLE ON THE SWING LEG 
BRACKET.

4:  USE 3/8" WASHERS WITH LOCK NUTS ON THE OPPOSITE END OF THE SWING LEG BRACKET.  YOU MAY NEED TO 
USE LOCKING PLIERS TO HOLD THE CARRIAGE BOLT IN PLACE WHEN TIGHTENING THE LOCK NUTS.

5:  PLACE GREEN BOLT CAPS ON THE EXPOSED THREADS OF THE CARRIAGE BOLTS.

6:  LOCATE THE FOUR HOLES ON THE SIDE OF THE SWING LEG BRACKET AND USE 2" PAN HEAD SCREWS IN EACH 
HOLE.

4-1/2" CARRIAGE BOLT

3/8" LOCK NUT

3/8" WASHER

BOLT CAP

2" PAN HEAD SCREW



STEP 3:  SWING LEGS
1:  FIND THE FOUR 4 X 4 X 96" SWING LEGS.

2:  PLACE THE LEGS IN THE HOLES OF THE BRACKET AND ALLOW THE LEGS TO GO INTO THE HOLES UNTIL THEY STOP.

3:  ONCE ALL FOUR LEGS ARE IN THE BRACKETS, ADJUST THE LEGS AS NECESSARY TO LEVEL THE SWING BEAM.

4:  FASTEN THE LEGS TO THE SWING LEG BRACKET WITH 2" PAN HEAD SCREWS IN THE HOLES OF THE BRACKET.

2" PAN HEAD SCREW

2" PAN HEAD SCREW



2 X 4 X 58"
SWING LEG

CROSS-MEMBER

3/8 X 3-1/2"
LAG SCREW

3/8" WASHER

1:  POSITION THE 2 X 4 X 58" SWING LEG CROSS-MEMBER AGAINST THE SWING BEAM LEGS.

2:  LEVEL CROSS-MEMBER, AND FASTEN TO THE SWING LEGS WITH 3/8 X 3-1/2" LAG SCREWS AND 3/8" WASHERS.

STEP 4:  SWING LEG CROSS-MEMBER



STEP 5:  HANGING THE SWINGS
1:  CLIP EACH OF THE SPRING CLIPS ONTO THE IRON DUCTILE SWING HANGERS, THEN CLIP ONTO THE SWING
CHAINS.

2:  USE THE CLIPS TO ADJUST THE HEIGHT OF THE SWING BY CLIPPING ON HIGHER OR LOWER LINKS.

3:  COUNT BACK THE SAME NUMBER OF LINKS ON THE OPPOSITE SIDE TO ENSURE THAT THE SWING IS LEVEL, AND
ADJUST TO FIT YOUR NEEDS.



WARRANTY REGISTRATION CARD – CONGO SWING STATION 
 
Name:   ________________________________________________________ 

Address:   ________________________________________________________ 

City, State, Zip:  ________________________________________________________ 

Email:   ________________________________________________________ 

Date of Purchase:  ________________________________________________________ 

Place of Purchase: ________________________________________________________ 

City, State, Zip:  ________________________________________________________ 

 
Please, check the boxes below. 
 

Your age? 
� 18-25     � 26-30     � 31-35     � 36-40     � 41-45     � 46-50     � 51-55     � 56-60     

� 61-65     � 66+ 
 

How old are your children? 
� 2-3     � 4-5     � 6-7     � 8+       
 

How would you rate the quality of our product? 
� Excellent      � Above average     � Average     � Below average     � Poor   
 

Would you recommend this product? 
� Yes     � No      
 

Comments: 
_______________________________________________________________________
_______________________________________________________________________
_______________________________________________________________________
_______________________________________________________________________
_______________________________________________________________________
_______________________________________________ 
 
Thank you for registering with gorilla playsets™! The information you provided will be 
kept confidential and will ONLY be used to better serve our customers. Remove this page 
from the manual and mail to the address below. 
 
Thank you from everyone here at gorilla playsets™!   
 
 
Mail to:       or fax: 
Gorilla Playsets       (678) 880-3329 
190 Etowah Industrial Court 
Canton, GA 30114 
 


